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CPUModule BOM

Base Configuration

Qty Item Digikey
1 CPUModule printed circuit board n/a
1 P8X32 DIP-40 microcontroller P8X32A-D40-ND
1 5MHz crystal X410-ND
1 24LC256 DIP-8 EEPROM 24LC256-I/P-ND
1 DIP-40 socket 3M5471-ND
1 DIP-8 socket 3M5473-ND
1 Green 5mmx2.5mm LED MPG5397K or 3mm round LED L71531-ND
1 LM1117-3.3 Voltage Regulator LM1117SX-3.3/NOPBCT-ND
1 470 ohm resistor 470EBK-ND
2 10k Ohm resistor CF1/810KJRCT-ND
3 33uF electrolytic or tantalum capacitor P10320-ND
2 10nf  or 100nF ceramic capacitor 490-3873-ND
1 20x1 Femake Standard Header SAM1122-20-ND
2 10x1 Female Standard Header SAM1122-10-ND
1 5x1 Male Standard Header SAM1035-05-ND
1 Wago .500 two screw terminal A97996-ND

Mikronauts Stacking Option

Qty Item Digikey
4 1x10 Female Stacking Header n/a

Please note: CPUModule supports running at 100MHz with Mirkonauts MIK06250 6.25MHz crystal
which is available from Parallax.com and Mikronauts.com
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